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T5 WEATHERPROOF
FLUORESCENT IP65 RATED FITTING

240V 2x14W
max

2x28W
max

1x14W
max

1x28W
max T5

4200K
COOL 
WHITE IP65100̊

BEAM ANGLE

Code: 18819

1x14 
WATTS

970 
LUMENS

59
lm/W

Code: 18820

2x14 
WATTS

1650 
LUMENS

56
lm/W

Code: 18821

1x28 
WATTS

1830 
LUMENS

64
lm/W

Code: 18822

2x28 
WATTS

3460 
LUMENS

65
lm/W

9 312641 188216

9 312641 188209

9 312641 188193

9 312641 188223

A robust energy saving fixture UV stabilised polycarbonate body in a neutral light grey colour. Efficient 
prismatic lenses in clear polycarbonate provide optimum lighting performance from the T5 lamps. 
Designed for horizontal surface mount installation and fitted with stainless steel, quick release diffuser 
retaining clips that resist corrosion and heavy operation. Designed with an IP65 weatherproof rating 
for use in damp or corrosive areas or situations that are exposed to extreme weather conditions.

FEATURES
• Dustproof, rustproof, weatherproof and corrosion resistant.
• Polycarbonate body and diffuser.
• Stainless steel clips and mounting hardware.
• Electronic Ballast and flicker free start.

APPLICATIONS
Car Parks, security lighting, general weatherproof situations, external building work.
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Product Image Code & Colour Wattage Colour 
Temperature Lumens Photometrics Lux Graph

18819
GREY

1x14
WATTS

4200 
KELVIN

970 
LUMENS

18820
GREY

1x14
WATTS

4200 
KELVIN

1650 
LUMENS

18821
GREY

1x28
WATTS

4200 
KELVIN

1830 
LUMENS

18822
GREY

2x28
WATTS

4200 
KELVIN

3460 
LUMENS

120.8lx 25.62m

30.19lx 51.24m

13.42lx 76.86m

7.54lx 102.5m

4.83lx 128.1m

1x14W 970lm

5m

4m

3m

2m

1m

258.0lx 29.92m

64.49lx 59.85m

28.66lx 89.78m

16.12lx 119.7m

10.32lx 149.6m

1x28W 1830lm

5m

4m

3m

2m

1m

254.2lx 27.01m

63.55lx 54.02m

28.24lx 81.03m

15.89lx 108.0m

10.17lx 135.0m

2x14W 1650lm

5m

4m

3m

2m

1m

510.9lx 30.58m

127.7lx 61.16m

56.76lx 91.74m

31.93lx 122.3m

20.43lx 152.9m

2x28W 3460lm

5m

4m

3m

2m

1m
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